h26_50th ave.\0OO\OC8I-0126-SI3.dgn

o

n:\Jobs2008\plot\2001-4014.09\08I-0126(¢

12/8/2008

For Concrete Removal at
Exist. Parapet, See

Sheet 4 of 8

30°-0"

r}b

3
\
N
l\

€ Brg. N. Abut. —=

19
Exist.

28'-6"

1-gv
E xist.

For Concrete Replacement —
at Exist. Parapet,
See Sheet 4 of 8

~————¢ Abut. Brg.

2-#4 d,(E) O.F. Parapet 3-#4 di(E) O.F. Parapet

2-#5 dy(E) I.F. Parapet /‘ 3-#5 dy(E) L.F. Parapet

Parapet

A

A
5 °
S

o

g

T Exist. B

A

1-gn

E xist.
Parapet

2-#5 ag,(E)
bars Top
4-#5 a,(E) bars
Top & Bottom

-3
foe—— wd 7
A

between outside beams
286"

1

L — 2-#6 g,(E) bar
i (Top of Slab)

H Typ. each side.
:/ Lap w/alternate
/ transverse bars.

27-#5 x;(E) bars @ 12" cts.

2-#6 a(E) bar
(Top of Slab)
Typ. each side

Parapet

~

CONCRETE REMOVAL @ EXIST. NORTH ABUTMENT EXP. JOINT PLAN

EXIST. SOUTH ABUTMENT SIM. OPP. HAND PLAN

Exist. Bridge Approach Slab

Exist. Bridge Deck

15" Hot - Mix
Asphalt Surface
Removal (Deck)

Exist. Exp. Ji. to be
removed. Cut existing
studs as necessary.

Saw Cut —
into Slab 3"

13" @ 50° F

10" 2°-0"

|
[EESSUNMANSEANAAN

WSANE

Saw Cut
into Slab 3"

19 |

E xist.
Parapet

CONCRETE REMOVAL @ EXIST. NORTH ABUTMENT EXP. JOINT PLAN

2-#4 d,(E) O.F. Parapet l

3-#4 d,(E) O.F. Parapet

2-#5 dy(E) IF. Parapet

3-#5 do(E) LF. Parapet -

oy

— 1" Hot-Mix
Asphalt Surface
Removal (Deck)

* Exist. bars
to Remain

DESIGNED S.D.H.
|CHECKED E.E.J
DRAWN M.S.M.
CHECKED S.D.H.

N~

* Exist. bars
fo Remain £

1-0" :
,___,I/L____ 3 Y.
SECTION A-A

L Exist. 7h"
Bridge Deck

Note:

EXIST. SOUTH ABUTMENT SIM. OPP. HAND PLAN

Exist. Bridge Approach Silab

LEGEND

€
o
BAR a» (E)
[ I T
oz B
BAR d;(E) BAR do(E)
| I-9" {
) |
o |
BAR x;(E)

\‘ - Concrete Removal

NOTES:

F.AL TOTAL [SHEET
NO.

RTE.| SECTION SHEETS

| county

88 |RRIDGRSP55h - [rock 1stanp| e4 | 13
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BILL OF MATERIAL

Bar No. Size | Length Shape
a, ()| 20 #5 300"
az(E) 16 #6 4-6" J—
Glg(E) 16 #5 2-0" —
di(E) | 20 | #4 417 L
dz(E) 20 #5 3-6" L
X1 (E) 54 #5 2'-6"" —
Concrete Removal Cu. Yd. 6.6
Concrete
Supersfructure Cu. vd. r.o
Protective Coat Sq. Yd. 6
Reinforcement Bars, Pound 1,040
Epoxy Coated

1. * Exist. reinforcement bars extending info the removal areas shall be cleaned,
straightened and incorporated into the new construction. Any reinforcement
bars that are damaged during concrete removal shali be replaced with
approved bar splicer or anchorage system. Cost included with Concrete

Removal.

2. For Sections C-C and E-E, See Sheet 4 of 8.

Exist. Bridge Deck

2" @ R L's
@ 50° F

Preformed Joint N , .
Sirip Sedl, See L - 11%

Sheet 5 of 8

1" Hot-Mix Asphalt ——
Surface Course, Mix "C",
N50 with Waterproofing
Membrane System

— Bonded Constr.

Joint (Typ.)

Bonded
Constr. Jt.

- 3" @ low beam

Dimensions are based on a Rolled Rail Strip Seal Joint.
If 1he Confractor elects to use the Welded Rail Strip Seal

Joint, deck dimensions may require adjustments to satisfy
the details on Base Sheet EJ-SSJ as shown on Sheet 5 of 8.

SECTION B-B

L
]

15" Hot-Mix Asphalt
Surface Course, Mix "C",
N50 with Waterproofing
Membrane System

JOINT DETAILS
C.H. 25 (286th STREET) OVER I-88
F.A.I ROUTE 88
SECTION: BRIDGE DECK REPAIRS 2007-1
ROCK ISLAND COUNTY
STATION 2008+40.54

S.N. 081-0126
DATE: 12-09-08

GRAEF, ANHALT, SCHLOEMER & ASSOCIATES INC
CHICAGO ILLINOIS




